
SuperLite I-XL�: Informational Bulletin

When something as important as life safety is at stake, it is critical to know as much as possible about the products you 

choose to install. If you�re considering using SuperLite I-XL in a �re-rated opening, you need to be aware of the following 

information.

Below is an excerpt of the Warnock Hersey Listing for SAFTI�s SuperLite I-XL. You may access this from the Warnock Hersey 

web site: www.intertek-etlsemko.com

Superlite I-XL 1/4" thick, Tempered Glass Panel with a proprietary coating for use in Fire Doors and Fire 
Windows, Door Side Lights & Transoms in 45/60 minute locations without hose stream, in labeled steel frames.

Limitations: Speciýc exemption from code requirements by the Authority Having Jurisdiction required. All 
other Jurisdiction 20 minute without hose stream. This product does not meet the hose stream requirements 
of the test standards. This product protects from ýre from one direction only. The identiýed face MUST be 
installed facing the direction of expected ýre attack. See installation instructions.

Superlite I-XL

NOTE THE SEVERE LIMITATIONS IN THE LISTING:

SuperLite I-XL does NOT meet the hose stream REQUIREMENT of the test standards. 

In the U.S., the hose stream test is required for any �re-rated glazing to receive a rating higher 

than 20 minutes. This applies to every state in the country and can be found in standards such as 

UL 9, UL10B, UBC Standards 7-2 and 7-4, etc. A product that has not successfully passed the hose 

stream test has NOT met test standard requirements.

SuperLite I-XL provides �re protection from ONE DIRECTION ONLY. The identi�ed face MUST 
be installed facing the direction of the expected �re. 

SuperLite I-XL has a nearly invisible coating on one side. If a �re breaks out on the non-coated side 

of the glass, there is a high probability that glass will collapse, providing no protection at all. 

�

�

The of�ce of the California State Fire Marshall issued this statement regarding SuperLite I-XL*:

The WHI label shows a 45/60 minute rating without a hose stream test. This rating is not approved as part of this listing.

Ask your Technical Glass Representative about product solutions that meet U.S. building code requirements.

fireglass.com 1-800-426-0279

Would you install a shower door 
that had not passed impact 
safety requirements, even if a 
local of�cial approved it?

Ask yourself:

Can I accurately predict where a 
�re will start? Who will be liable 
if the �re starts on the �wrong� 
side of the glass?

Ask yourself:

*CA Department of Forestry and Fire Protection Of�ce of the State Fire Marshall. Listing No. 4075-0035:112, 6/04.
SuperLite I-XL is a registered trademark of SAFTI FIRST Fire Rated Glazing Solutions. Technical Glass Products is a registered trademark of Technical Glass Products. '2007 Technical Glass Products.


